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DATACENTER VER 3.0 WORLD FIRST REAL 

LAB RACK 

 

MOST IMP :-  

RACK PASDWORD 😊 

Cisco!123 / Cciedc01 

Do not change any passwords of RACK 
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Here you can schedule the rack. 

 

 

 

Create your account 
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Most important you should select your Proper County and Time zone 
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Open your email and click on the link to confirm 
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Click on the above link to confirm your account. 

 

Once your account is confirmed  

 

 

 

Login in your account 
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If you see white colour background as above image means slot is free 

Now you can check on dates for availability. 
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If you see colour Blue! Green! Orange it means that slots racks are 

already booked and wherever you will see white in between it means 

that slots you can schedule it. 
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ABOVE RACK BOOKED FOR DC1 – DC 2 SIDE  
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NOW BOOKING FOR DC3 SIDE (ACI RACK / STORAGE)  
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ONCE YOU BOOKED THE RACK SLOTS 

 

KINDLY NOTE:- 

MOST IMPORTANT YOU HAVE TO CLICK ON USER PORTAL AND 

CREATE YOUR USER ACCOUNT AGAIN 
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CLICK ON NEW MEMBERSHIP 
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CREATE YOUR ACCOUNT AGAIN 
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KINDLY NOTE:- 

THIS IS THE USERID TO ACCESS THE RACK 

AS PER ABOVE SCREEN 
 

DC1 USERID / PASS 
a4a6e7c5 / a4a6e7c5 

 
DC2 USERID / PASS 

70a279fc / 70a279fc 

 

EVERY USER WILL GET DIFFERENT USERID/PASSWORDS and all will be 

in their USER PORTALS 
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MOST IMPORTANT: - 

Userid/password will be always SAME for every RACK SESSIONS 

TO ACCESS THE RACK DC1 (SIDE – A) 

 

 

TO ACCESS THE RACK (SIDE – B) 

 

 

 



                                                                           http://CCIERACK.RENTALS 

 
 

AFTER THAT IT WILL ASK YOU THE USERID AND PASSWORD which you 

get in your USER PORTAL 

 

 

ONCE YOU GET AUTHENTICATED 
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                              Click on the device and it will open the putty  
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• For Support you can reach us from above LIVE SUPPORT FROM WEBSITE 

orelse add us on skype id ccierack.rentals  
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IMPORTANT:- 

1) Putty should be there in your machine. 

 

2) It will only work from Mozilla so do not use any other explorer. 

 

3) For any issues and queries for support add us on skype id 

ccierack.rentals 

 

DC RACK 1 

 

4) RACK1 – DC1 --- http://rack1.ccierack.rentals:100 

RACK1 – DC2 --- http://rack1.ccierack.rentals:200 

 

 

5) For above url authentication all userid and password will be in 

USER PORTAL and userid/password will be always the same.  

 

6) All the device userid and pass is admin/Cisco!123 

 

7) To access UCS you have to access from mstsc from the topology 

page and it will ask for userid and pass will be admin/Cciedc01 

or admin/Cisco!123 

 

http://rack1.ccierack.rentals:100/
http://rack1.ccierack.rentals:200/
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If anyone has any further queries or questions can reach us at skype id 

ccierack.rentals orelse LIVE support from website orelse email us at 

support@ccierack.rentals 

 

HOW TO ACCESS THE RACK  

Click Start your lab after this click on 

submit and begin your lab 
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To get the access of any device you have to just click on it and it will ask you to 

open it from application just select putty and it will telnet to box directly and 

you can access the device. 

 

Userid and pass for any vdc and device is admin/Cisco!123 

 

How to make the rack with basic Pre-config 
DC1-7K’s: 
===== 
rollback running-config checkpoint DC1-N7K-1 best-effort verbose 
 
 
DC2-7K’s: 
===== 
rollback running-config checkpoint DC1-N7K-2 best-effort verbose 
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Nexus 5K-1: 
======== 
 
Write erase 
Reload 

 
interface mgmt0 
  vrf member management 
  ip address 10.1.1.61/24 
 
vrf context management 
  ip route 0.0.0.0/0 10.1.1.254 
 
N5K-1# copy tftp: running-config 
Enter source filename: N5K-1-running-config 
Enter vrf (If no input, current vrf 'default' is considered): management 
Enter hostname for the tftp server: 192.168.200.200 
Trying to connect to tftp server...... 
Connection to Server Established. 
TFTP get operation was successful 
 
N5K-1# copy run startup-config 
[########################################] 100% 
reload 
y 
Copy complete. 
N5K-1# reload 
WARNING: This command will reboot the system 
Do you want to continue? (y/n) [n] y 
 
Nexus 5K-2: 
======== 
 
Write erase 
Reload 

 
interface mgmt0 
  vrf member management 
  ip address 10.1.1.62/24 
 
vrf context management 
  ip route 0.0.0.0/0 10.1.1.254 
 
N5K-2# copy tftp: running-config 
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Enter source filename: N5K-2-running-config 
Enter vrf (If no input, current vrf 'default' is considered): management 
Enter hostname for the tftp server: 192.168.200.200 
Trying to connect to tftp server...... 
Connection to Server Established. 
TFTP get operation was successful 
 
 
 
N5K-2# copy run startup-config 
[########################################] 100% 
reload 
y 
Copy complete. 
N5K-2# reload 
WARNING: This command will reboot the system 
Do you want to continue? (y/n) [n] y 
 
Nexus 5K-3/4: 
======== 
 
You have to convert the FC port so it reboot then again you have to paste the config that’s the reason 
we have given direct config in txt file so you can copy and paste accordingly. 
 
BG-N9k-1 
======== 
 
interface mgmt0 
  vrf member management 
  ip address 10.1.1.91/24 
 
vrf context management 
  ip route 0.0.0.0/0 10.1.1.254 
 
 
DC1-N9K-BGW1# copy tftp: running-config 
Enter source filename: DC1-N9K-BGW1-running-config 
Enter vrf (If no input, current vrf 'default' is considered): management 
Enter hostname for the tftp server: 192.168.200.200 
Trying to connect to tftp server...... 
Connection to Server Established. 
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RACK1 – DC2  
 
BG-N9k-2 
======== 
 
 
DC2-N9K-BGW# copy tftp: running-config 
Enter source filename: DC2-N9K-BGW-running-config 
Enter vrf (If no input, current vrf 'default' is considered): management 
Enter hostname for the tftp server: 192.168.200.200 
Trying to connect to tftp server...... 
Connection to Server Established. 
 
DC2-N7K-1 
======== 
 
DC2-7K1: 
===== 
rollback running-config checkpoint DC2-N7k-1 best-effort verbos 

 
OR 
 
DC2-N7K-1# copy tftp: running-config 
Enter source filename: DC2-N7K-1-running-config 
Enter vrf (If no input, current vrf 'default' is considered): management 
Enter hostname for the tftp server: 192.168.200.200 
Trying to connect to tftp server...... 
Connection to Server Established. 
TFTP get operation was successful 
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SECTION 3: - ACI  
 
MOST IMP: - DO NOT DELETE EXISTING FABRIC ****** 
 
You can use the Lab pre-config just rollback the preconfig and start your task.  
 
 

 
 
 
 
 
SCRIPTING SERVER  
 
You can ssh : 10.1.1.220 userid : ccie01 pass : Cisco!123 
 
Access to images. 
 
https://10.1.1.215 
ccie@cisco.com 
Cisco!123 
 
DCNM 
https://10.1.1.217/ 
admin/Cisco!123 
 

https://10.1.1.215/
mailto:ccie@cisco.com
https://10.1.1.217/
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                                 BASIC 

TROUBLESHOOTING 

If you are you not getting telnet to other device you have to do clear 

line from console router then try it again. You will surely get the 

access to the device. 

In the Image topology you will have a console router just click on it 

and clear the line of any device to get the access. 

 

 

 

 

In the Below Image topology you will have a console router just click 

on it and clear the line of any device to get the access. 

Oreles ClearLine Manually 
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UCS https://10.1.1.40  

We have kept the blank (ucs-blank-config.xml) on student desktop from which you can refresh the 

UCS 

DCNM 

https://10.1.1.217 

admin/Cisco!123 

 

https://10.1.1.40/
https://10.1.1.217/
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KINDLY NOTE:-  

Do not change any password of racks we have all recording 

softwares installed and key loggers if we found password got 

change of rack or any device out of document we will be 

cancelling all your sessions 

BEST OF LUCK  

 

 

 


